








Fig. 4

To check that you are using the right length of screws – please observe that screws must 
not touch the body under the mounting plate – look into the small openings on each side 
of the body. (fig. 4)

2M Verso bottom mount2M top mount

Do not tighten screws completely before the stylus unit has been remounted (fig. 1) – to 
adjust stylus overhang refer to the record player or tone arm manual and cartridge  
dimensions. (fig. 5)

Never overtighten screws and never use aluminium screws, as they can get stuck in the 
threaded holes of the mounting plate.

Note: If excessively long screws are used and are pressing against the body material, this 
may influence channel separation and could damage the cartridge body. In case
of such damage the Ortofon warranty will be void.

4. Adjust tone arm parallel to record surface, adjusting anti-skating and stylus pressure 
according to cartridge recommended data and record player manual.
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Fig. 5
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Stylus care and maintenance

To obtain optimal sound reproduction, remove dust from stylus regularly by using the 
enclosed small brush.

If the headshell can be easily 
removed from the tone arm, we 
recommend that you turn the 
diamond upwards and brush 
gently forward in the direction 
of the diamond tip along the 
cantilever.

We do not recommend the use of 
propyl alcohol (or other cleaning 
fluids) for cleaning the cartridge, 
as the diamond cement as well as 
the suspension system could be 
seriously damaged and thereby 
ruin the cartridge. Fig. 6
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Stylus guard

Remove the stylus guard before use by holding at the front and rear of the guard and 
gently pressing the rear while tilting it downwards. (fig. 7-8)

Fig. 7 Fig. 8

How to replace M2.0 mm screws on 2M Verso 

•	�Remove the stylus with the stylus protection guard from the cartridge body to avoid any 
damage to the diamond

•	Using Torx 8 key, unscrew the black screw from the Verso top plate

•	Remove the top plate from the cartridge body by pulling the screws off

•	Remove the two countersunk screws from the top plate

•	Insert the two M2.0 mm screws in the top plate

•	�Mount the top plate on the cartridge body. Hold the top plate with screw-threads 
hanging down and turn the cartridge body 180 degrees. Mount from above

•	Mount the black screw in the top plate and tighten with appropriate force

•	Mount the cartridge on the tonearm using the enclosed tool

•	Mount the stylus with the stylus protection guard on the cartridge body
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2M Headshell features

•	�Universal mount fitting a wide range of tonearms. 

•	�The headshell body is manufactured from a special compound used for Medical 
industry, ensures high rigidity while reducing unwanted vibration

•	�Distance to connector 52 mm. Headshell with a 2M cartridge pre-mounted provides 
correct Baerwald alignment with the major part of tonearms with universal mount.

•	�Headshell weight 12.8 g

•	�Headshell weight with a 2M cartridge pre-mounted 20 g
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Ortofon A/S  |  Stavangervej 9  |  DK-4900 Nakskov 
Tel. +45 54 91 19 15  |  www.ortofon.com

Get more information 
about 2M cartridges.


