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OBSESSED WITH HIGH RESOLUTION Architectural S pea ker
KEF Ci Cabinet Volume Table
Reasonable LF Response Ideal LF Response
KEF Ci Models Minimum Cabinet Volume Minimum Cabinet Volume
Litre Cubic Feet Cubic Metre Litre Cubic Feet Cubic Metre

THX Extreme Home The

oI 40 141 0040 % 318 00%
RNV i 30 106 0030 €0 212 0060
CI200RRTHX

CI200RS-THX 10 035 0010 20 071 0020
CI60RRTHX © *

Ci4100QLTHX 7 025 0.007 15 053 0015
Ci - T Series

oo 1 004 0,001 3 011 0003
gggg;‘ 10 035 0010 15 053 0015
ggggs 10 035 0010 15 053 0015
Ci160QR

Ci1600S 15 053 0015 2% 088 0025
Ci160QL

Ci200QR

120005 35 124 0035 €0 21 0060
Ci2000L

R 17 042 0012 20 071 0020
CH602CR

Ci1602Cs 2 071 0020 35 124 0035
Ci602CL

Eggggg? 30 106 0030 60 212 0060
Ci130ER 17 042 0012 2 071 0020
it 20 071 0020 35 124 0035
C200ER 30 106 0030 €0 212 0060
CiS0R 05 002 0001 3 011 0003
Ci100.2QR 80mm woofer * 075 003 0001 5 018 0005
Ci100QS 100mm woofer 25 009 0003 6 021 0006
81282;{15 20 071 0020 35 124 0035

Ci Subwoofers

Ci3160RLb-THX Subwoofer 40 141 0.040 80 823 0.080
Ci200QSb-THX Subwoofer ** 20 0.71 0.020 32 113 0032
Ci200TRb-THX Subwoofer 35 124 0.035 60 212 0.060

*0.75L is the volume of back can of Cil00.2QR. To achieve Ideal volume, back can needs to be removed.

#* Figures for single unit only. Double the figure for application in pair.

" For optimized performance THX recommends using the Ci3I60REF-THX without grille or fabric grille

** To meet THX Ultra distortion specifications, install with a 3 litre rear enclosure and set the A/V processor speaker size to Small
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